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Pressing

For convenience and portability, the RP 330-B is the logical choice. Featuring
a barrel that rotates 270 degrees and a longer service interval, the RP 330-B
is designed to handle your toughest construction projects. Powered by a 
18V Lithium-Ion Battery, the RP 330-B offers 50% more presses per 
battery charge than our previous model!

Specifications
• Capacity: 1/2" – 4"
• 270° Barrel/Jaw Swivel
• Battery: 18V Li-Ion
• Battery Charger: 115V
• Hydraulic Ram Output: 7,200 lbs. (32kN)
• Weight: 9.8 lbs. with Battery
• Operating Temperature Range: 14°F to 122°F
• Approximate Cycle Time: 5 seconds
• Standard Kit includes: RP 330-B Press Tool, 2 Batteries, 

Battery Charger and Carrying Case
• Compatible with all RIDGID® Standard Series Pressing 

Attachments

Ordering Information

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

RP 330-B Press Tool

Catalog Model Weight Std
No. No. Description (lbs.) Pack

27913 RP 330B RP 330 Battery Pressing Tool w/Batteries and Case (No Jaws) 22 1
27918 RP 330B RP 330 Battery Pressing Tool w/ProPress 1/2" – 1" Jaws 34 1
27923 RP 330B RP 330 Battery Pressing Tool w/ProPress 1/2" – 2" Jaws 54 1
27928 RP 330B RP 330 Battery Pressing Tool Only (No Case) 8 1
27933 RP 330 RP 330 Carrying Case 10 1
27968 RP 330 Battery, 18V 2.2Ah Lithium Ion 1 1
27958 RP 330 115V Charger – RP 330-B 2 1

NEW!

18V Li-Ion Battery and Charger

270°



Distributor

Pressing

For the complete selection of the Ridge Tool product line, please
refer to the Ridge Tool Catalog or www.RIDGID.com.

RP 330-C Press Tool
NEW!

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

Want the peace-of-mind a corded tool offers? Then the RP 330-C is 
for you. With all of the same features, functionality and durability 
of the battery version, the RP 330-C is the workhorse of the jobsite. 
At nearly half the weight of the previous CT400 unit, this is our 
lightest corded press tool to date.

Specifications
• Capacity: 1/2" – 4"
• 270° Barrel/Jaw Swivel
• Hydraulic Ram Output: 7,200 lbs. (32kN)
• Weight: 9 lbs.
• Operating Temperature Range: 10°F to 122°F
• Approximate Cycle Time: 5 seconds
• Standard Kit includes: RP 330-C Press Tool, and 

Carrying Case
• Compatible with previous RIDGID® Standard Jaws
• For use with Copper, PEX, and Stainless Steel Tubing

The Ultimate
Pressing
Technology!

Ordering Information
Catalog Model Weight Std

No. No. Description (lbs.) Pack
27938 RP 330C RP 330 Corded Pressing Tool w/Case (No Jaws) 22 1
27943 RP 330C RP 330 Corded Pressing Tool w/ProPress 1/2" – 1" Jaws 34 1
27948 RP 330C RP 330 Corded Pressing Tool w/ProPress 1/2" – 2" Jaws 54 1
27953 RP 330C RP 330 Corded Pressing Tool Only (No Case) 9 1
27933 RP 330 RP 330 Carrying Case 10 1
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