## Home $>\ldots$ New Products $>$ Shockwave Impact Duty ${ }^{\text {™ }}$ Driver Bits $>$ SHOCKWAVE ${ }^{\text {TM }} 11$ PC $30^{\circ}$ KNUCKLE $^{\text {TM }}$

## SHOCKWAVE™ 11PC $30^{\circ}$ KNUCKLE™ 48-322301



### 0.0 Be the first to Write a Review

Milwaukee® Shockwave Impact Duty ${ }^{\text {™ }} 30^{\circ}$ Knuckle $^{\text {TM }}$ Pivoting Bit Holder allows users to drive fasteners and drill holes in tight, difficult work areas. Its innovative, compact design locks at a $0^{\circ}$ or $30^{\circ}$ angle and is designed for use with Shockwave Impact Duty ${ }^{\text {TM }} 1 / 4$ " hex accessories. It is rated to handle up to 2,000 in-lbs of torque in impact drivers. The $30^{\circ} \mathrm{Knuckle}^{\mathrm{TM}}$ is engineered with Milwaukee® Shockwave Impact Duty ${ }^{\text {M }}$ technology which is built for extreme durability and up to $10 x$ life. Made from proprietary steel and heat treated to control hardness, the Shockwave Impact Duty ${ }^{\text {™ }}$ insert bits feature an innovatively designed geometric shock absorption zone to extend life. 10 Shockwave Impact Duty ${ }^{\top \mathrm{M}}$ insert bits are included. Includes

Phillips Bits: 1" - (1) P1, (1) P2, (1) P3
Square Bits: 1" - (1) SQ1, (1) SQ2
Slotted Bits: 1" - (1) SL 1/8", (1) SL 3/16", (1) SL1/4"), (1) SL 9/32"
Torx® Bits: 1" - (1) T25
(1) Shockwave $30^{\circ}$ Kunckle $^{\text {TM }}$ Pivoting Bit Holder

## FEATURES

## SPECIFICATIONS

Pivots to lock at a $0^{\circ}$ or $30^{\circ}$ angle

Diameter
Various
Package Quantity
11

Proprietary steel and heat treat process for maximum strength and durability

10 Shockwave Impact Duty ${ }^{\top M}$ insert bits included

REVIEW SNAPSHOT® by PowerReviews

## RELATED ITEMS



M12 ${ }^{\text {TM }}$ Cordless LITHIUM-ION ¼" Hex Impact Driver

M18 ${ }^{\text {TM }}$ Cordless LITHIUM-ION $1 / 4$ " Hex
Compact Impact Driver

M18 ${ }^{\text {TM }}$ Cordless LITHIUM-ION ¼" Hex Compact Impact Driver

