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TECHNICAL SPECIFICATION: Oatey CPE Shower Pan Liner is designed as an economical, flexible pan liner for use in tile 
shower and other concealed water-proofing applications.  CPE Shower Pan Liner is available in 40 mil thickness, and widths of 
4’, 5’ or 6’.  Liner is marked every 6” to allow for easy measuring of material.   
 

 
CPE SHOWER PAN LINER 

 

 

 

PRODUCT NUMBER DESCRIPTION PACK CARTON WEIGHT 

41588 4’ x 50’ 40 mil Black 1 roll 65 lbs. 

41614 4’ x 50’ 40 mil Black 50 feet 65 lbs. 

41590 5’ x 40’ 40 mil Black  1 roll 65 lbs. 

41615 5’ x 40’ 40 mil Black 40 feet 65 lbs. 

41613 6’ x 33’ 40 mil Black 33 feet  

41584 6’ x 33’ 40 mil Black 1 roll  
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PHYSICAL/CHEMICAL PROPERTIES 
Material   Chlorinated PolyEthylene  
 
DIRECTIONS FOR USE 
Refer to Oatey Tile Shower Installation bulletin for details.   
 
 
 
  

 

COMMON APPLICATIONS 
Oatey CPE Shower Pan Liner is an effective 
water-barrier in tile shower or other 
concealed water-proofing applications.   
 
Consult Oatey Technical Department for 
applications not specifically referenced 
above.  
  
LISTINGS 
 
Meets ASTM D4068. 
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