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MultiSITE CRC1 Remote Controller

Electrical:

Surrounding Conditions:

Operating 32‐122 °F

Storage ‐22‐122 °F

Unit Data:

Connectivity:

Features:

LG Communications 1 Channel/RS‐485 V‐Net

Communications Cabling Specifications (V‐Net):

Type 3 conductor, stranded, twisted, unshielded

Size AWG 22‐3

For continual product development, LG reserves the right to change specifications without notice.
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Power Supply 12VDC power from indoor unit

Dimensions 4.72" H x 3.39" W x 1.06" D

 •Customizable color digital touch screen interface with 
Multilanguage support
•BACnet® MS/TP
•ZigBee Pro® Wireless network
 •Role based configuraƟon (password protected)
 •FuncƟon code seƫngs
 •FuncƟon Code Search Tool 
 •Date and Time Display
 •Room temperature display
 •OperaƟon ‐ On/Off 
 •Mode ‐ Auto/Cool/Dry/Heat/Fan Only  

 •Occupied cooling and heaƟng temperature setpoints 
 •Unoccupied cooling and heaƟng temperature setpoints
 •7 day scheduling with mode
 •Fan speed ‐ Auto/Low/Med/High/Power

 •Discharge vanes ‐ Auto/Swing/Fixed
 •StaƟc pressure installer seƫng
 •Error code display during unit or system malfuncƟon

Optional Accessories (sold separately):

AWG ‐ American Wire Gage

PZCWRCG3 ‐ Group Control Cable Kit

ZVRCZPWC1 ‐ ZigBee Pro® Wireless Module³

Maximum Number of Indoor Units (per controller) 16

Length² up to 164 ft

Notes:
1.Available functions/features may differ based on connected system.
2.Communication cable can be extended to a maximum of 164 feet. 
3.Up to 10 door/window switches and ceiling/wall mounted sensors can be 
connected to the  MultiSITE CRC1 Remote Controller.
4.Must follow installation instructions in the applicable LG installation manual.

 BACnet® MS/TP (default model)

 ZigBee Pro® wireless mesh network (P) (opƟonal)
Temperature

Humidity

Storage 0‐95% RH (non‐condensing)

ZVRCZWOC1 ‐ Wireless Wall Mounted Occupancy Sensor³

ZVRCZCOC1 ‐ Wireless Ceiling Mounted Occupancy Sensor³

ZVRCZDWS1 ‐ Wireless Door Window Switch³

BACnet® is a registered trademark of ASHRAE

PZCWRC1 ‐ Extension Cable (for IDUs without terminal blocks)
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Available functions/features may differ based on the connected system.

Notes:

Monitor points continued on next page
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Available functions/features may differ based on the connected system.

Notes:

Control points continued on next page
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Available functions/features may differ based on the connected system.

Notes:
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